With double shaft only o 201 31.5¢1 13.5+0.8 L 28+1 EL28STH32-0956A
o3 2 VM:24VDC:0.95A/Phase() Driver:M415B,half step
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UL1430 AWG 26 EL28STH32-0674A
L=300min VM:24VDC:0.74A/Phase() Driver:M415B,half step
Rated | Current |ResistanceInduct Holdi # of Rotor ) Length 800| , o ——
Model No. VoEIitaege /I:::ze 7;'5;;208 n/:ﬁaasr;ce Tgrq:eg Leads Inertia Weight (Max) ESOO \\\
Single Shaft Double Shaft v A Q mH g.cm kg.m? kg mm %’ 400 ~~
EL28STH32-0956A(EL28STH32-09568 |  2.66 0.95 2.8 0.8 430 6 oxt0? 011 2 g 200
EL28STH32-0674A|EL28STH32-0674B | 3-8 0.67 5.6 3.4 600 4 ) ' oo 2060 4060 6(|)00 g(;oo 10600
EL28STH45-0956A|EL28STH45-09568 | 3.4 095 34 12 750 6 ovro? | 014 0 PPS
EL28STH45-0674A|EL28STH45-0674B | 4.56 0.67 6.8 4.9 950 4 i ' 0 EL28STH45-0956A
EL28STH51-0956A[EL28STH51-09568 | 4.4 0.95 46 1.8 900 6 R ) 51 VM:24VDC:0.95A/Phase() Driver:M415B,half step
EL28STH51-0674A|EL28STH51-0674B 6.2 0.67 9.2 7.2 1200 4 18x10 o —. 810
£ —
EL28STH51-0956A o 675
ITEM SPECIFICATION VM:24VDC:0.95A/Phase() Driver:M415B,half step 2 \*\
720 == % 540 \\
Step Angle 1.8 E 00 L g 405 —~
Step Angle Accuracy +5%(full step,no load) 2 0 T~ , 270
RESISTANCE Accuracy £10%620°C 2 300 T~ 135
INDUCTANCE Accuracy 120%@1KHz T 240 05 16'0 '1000' '2000' "1000' 50008000 10000
Temperature Rise 80°C MAX(rated current,2phase on) 120 PPS
Ambient Temperature —20C~+50C o 16I0 I1000I I2000I zlloooI 6000 8000 10000PPS EL288TH45'067.4A
Insulation Resistance 100MQ Min.,500VDC EL28STH51-0674A VM:24VDC:0.74A/Phase() Driver:M415B,half step
- - - VM:24VDC:0.74A/Phase() Driver:M415B,half step __1200
Dielectric Strength S500VAC for on minute = 1200 E 1000l
Shaft Radial Play 0.02Max.(450 g-load) g 1000 ’\\,,\ S o N
— [}
i 800 ]
Shaft Axial Play 0.08Max.(450 g-load) 3 ~_ £ oo \\\
Max Radial Force 28N(20mm from the flange) = 400 N 400 <
Max_Axial Force 10N 200 200 . . . . .
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(ABLK WHEN FACING MOUNTING END (X) Standard Product EL28ST - 2012
(O)YEL STEP| A [ B | A\ | B\ CCW, Description: cae
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(A\)GRN (A\)GRN R T ‘ 28mm Hybrid stepping motor ig ShangBin Zhou
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