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- - VM:130VDC:6.5A/Phase() Driver:Q2HB110,fullstep
Rated Current | Resistance|Inductance| Holding # of RO(O_F Weight Length
Model No. Voltage /Phase /Phase /Phase | Torque Leads Inertia 9 (Max)
Single Shaft Y] A Q mH N.M g.cm? kg mm 20
EL110STH99-5504A 3.9 5.5 0.7 9.8 1.7 4 5500 5 99 §' 16 M-
EL110STH150-6504A 4.7 6.5 0.72 12.8 21 4 10900 | 84 150 Z.12 \\
EL110STH201-8004A 5.4 8 0.67 11 30 4 16200 11.7 201 g 8 \\
g \‘\.\b—\’\~
ITEM SPECIFICATION e 4 I
0 1 1 1 1 1
Step Angle 1.8 0 1000 2000 3000 4000 5000
Step Angle Accuracy +5%(full step,no load) PPS
RESISTANCE Accuracy 110%@20°C
INDUCTANCE Accuracy 120%@1KHz
Temperature Rise 80°C MAX(rated current,2phase on) EL110STH201-8004A
Ambient Temperature -20°C~+50°C VM:130VDC:8A/Phase() Driver:Q2HB110,fullstep
Insulation Resistance 100MQ Min.,500VDC o5
Dielectric Strength S00VAC for on minute S 20 -~
Shaft Radial Play 0.02Max.(450 g-load) Z. 15 ~
Shaft Axial Play 0.08Max.(450_g—load) 2 10 ~
Max Radial Force 220N(20mm from the flange) L0 . . . ——— .
Max_Axial Force 20N 0 1000 2000 3000 4000 5000
PPS
WIRING DIAGRAM
(ARED FULL STEP 2 PHASE-Ex., Project No.: Part No.: Material REV
WHEN FACING MOUNTING END (X) Standard Product EL110ST 2012
SEP[ A [ B [ A\ [B\] [coW Descrpbion: Scale
(A\)WHT ; t |+ -] - ‘ 110mm Hybrid stepping motor Design:
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